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[57] ABSTRACT

A novel transponder apparatus and system is dis-
closed, the system being of the general type wherein a
base station transmits an “interrogation” signal to a
remote transponder, the transponder responding with
an “answerback’ transmission. The transponder in-
cludes a changeable or writable memory, and means—
responsive to the transmitted interrogation signal for
processing the signal and for selectively writing data
into or reading data out from the memory. The trans-
ponder then transmits an answerback signal from the
data read-out from its internal memory, which signal
may be interpreted at the base station. In the
preferred inventive embodiment, the transponder
generates its own operating power from the trans-
mitted interrogation signal, such that the transponder
apparatus is self-contained.

7 Claims, 3 Drawing Figures
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1
TRANSPONDER APPARATUS AND SYSTEM

BACKGROUND OF THE INVENTION

This invention generally relates to communication
apparatus and specifically concerns a transponder ap-
paratus and system.

The transponder devices and apparatus for utiliza-
tion in interrogation systems are, per se, known to the
art and have found application in general verification
environments. Such systems are particularly suitable
with vehicular identification as well as general commu-
nication techniques.

The basic operation of an interrogation-transponder

syste of the type to which this-invention relates is

known and contemplates the provision of a base station
which transmits an interrogation signal to a trans-
ponder device disposed at some location spaced
therefrom yet in sufficiently close proximity to the base
station to permit communication of signals
therebetween. Depending upon the construction and
internal coding or format of the transponder device,
same will respond to the interrogation signal and pro-
vide a suitable form of answerback signal to the base
station, which answerback signal contains information
relative to identification, verification, and the like.

Consistent with these general operating principles,
interrogation systems have, for example, been widely
utilized to identify moving vehicles such as raiiroad
cars. In this instance, a base station would be disposed
along the side of a railroad track and individual trans-
ponder devices would be disposed on each of the rail-
road cars. As the railroad cars pass in close proximity
to the base station, an interrogation signal sent from the
base station to the transponders on the individual cars
would cause the individual transponders to provide an
answerback signal, this signal being coded or the like in
such a manner that information peculiar to the passing
railroad car can be obtained. One known system of this
general type utilizes, as the transponder device, a series
of reflective surfaces, such as color-coded markings,
disposed on the side of the passing car and the base sta-
tion would transmit an optical signal comprising a light
beam, for example, which signal would be reflected in
accordance with a particular coding associated with the
individual car reflective surfaces. In dependence upon
the varying intensity and other characteristics of the
reflected optical signal, the base station would be able
to identify the passing car.

Other typical interrogation-transponder systems util-
jze acoustic energy as the interrogation and answer-
back signal while still others utilize radio frequency
energy. In this latter instance, the interrogation signal
transmitted by the base station would comprise a coded
modulated carrier which would be intercepted by the
transponder and cause the transponder to retransmit an
answerback radio frequency signal in accordance with
a stored code within the transponder device. A highly
disadvantageous limitation of this type of an interroga-
tion system concerns the fact that the transponder
device normally is not passive in that it must contain its
own power supply, which power supply upon depletion
of its energy renders the device useless.

Many other applications of interrogation-trans-
ponder systems are known and will be recognized, such
systems utilizing various forms of energy as interroga-
tion and answerback signals and, as should be ap-
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2

preciated, the possibilities with respect to utilization of
systems of this type are quite broad in scope. However,
known interrogation-transponder systems presently in
operation are not at all as versatile as they might be. Al-
most invariably, these transponder devices are pro-
vided with a preset and non-changeable internal coding
or logic format enabling the transponder device to
respond to but a single signal and limiting the potential
usefulness of the device in other environments. Thus, in
the case of the railroad car identification system briefly
discussed above, the reflective surfaces placed on the
side of a passing car of the train function to identify one
and only one railroad car and the answerback signal
emanating from the transponder device comprising
these reflective surfaces is set in the sense that same
cannot readily be changed. Even those interrogation-
transponder systems utilizing radio-frequency trans-
mitted signals, suffer the same disadvantage, as the in-
ternal circuitry of the transponder device responds to a
given interrogation signal only and will re-transmit only
a given answerback signal for identification. Addi-
tionally, as described, those systems operating with
radio frequency power have, in the past, been required
to contain their own energy supply which limits the use-
ful life thereof.

SUMMARY OF THE INVENTION

Now, it should be apparent that the versatility of
such interrogation-transponder systems could be
greatly increased if a transponder device were to be
constructed which had a changeable internal memory
or logic structure and format such that the transponder
device could respond to any one of a number of dif-
ferent interrogation signals to provide various answer-
back signals and, more importantly, such that the inter-
rogation signal itself could actually preset the internal
code or logic of the transponder at will. It is at this
point that the instant invention comes to being asitisa
primary object of the instant invention to provide an in-
terrogation system including a transponder device
therefor which will perform this highly desirable func-
tion.

A further object of the novel invention concerns the
provision of a transponder device of the type above-
described, which transponder device is entirely passive
in that it requires no internal source of operating
power. In this fashion, the useful life of the transponder
device would be greatly extended over that which
presently is the case in the art.

Still another important object of the instant inven-
tion is to provide such a transponder device which is
physically small in size such that the device is truly
portable, can easily be hidden, if desired, and can be
carried and placed in or upon many different objects.

It is yet another object of the instant invention to
provide such a transponder device which is highly
economical with respect to its production and main-
tenance costs, thereby enabling a wide spectrum of the
general public to readily utilize the same and enabling
the device’s introduction into a number of different in-
dustries.

It is still a further object of the instant invention to
provide an interrogation-transponder system which is
accurate and reliable under all environmental condi-
tions and which has data information capability of suffi-




3,713,148

3

cient capacity to handle a wide variety of different
codes.

These and still other objects of the instant invention
which will become apparent as the description
proceeds, are implemented herein by the provision of a
novel interrogation-transponder system which,: at its
heart, comprises a transponder device of entirely novel
construction and capability.

The transponder device according to this invention is
contemplated for use in an interrogation system in
which initially a base station means is provided, the
base station means preferably comprising a transceiv-
ing device coupled with a computer, for example, for
transmitting a coded interrogation signal to the trans-
ponder device and for receiving from the transponder
device an answerback signal and processing the same in
accordance with any desired technique. The trans-
ponder device is contemplated to be interrogated by
the base station means when in relatively close proximi-
ty thereto and, upon interrogation, the transponder
device processes the interrogation signal so as to de-
code the same and, in accordance with pre-selected
logic therein, formulates and transmits an answerback
signal to the base station means. Such an answerback
signal can take the form of an identification signal in-
dicative of a particular transponder means or, alterna-
tively, the answerback signal could be such that it
would only be generated in response to a predeter-
mined interrogation code wherein the device would
operate as a verification system.

Importantly, the transponder device of the instant in-
vention incorporates therein a changeable memory
storage means wherein, in response to a predetermined
interrogation signal code, data information can be writ-
ten into the memory as well as read out therefrom. This
feature of the transponder device distinguishes the in-
stant inventive apparatus from anything heretofore
available in the prior art.

For example, if the instant inventive interrogation
system is to be utilized in conjunction with an auto-
matic automotive vehicle highway toll system, a trans-
ponder would be provided on the vehicle and a selected
number corresponding to pre-paid tolls would be writ-
ten into the changeable memory thereof. Now, as the
vehicle passed the toll station evidenced by the provi-
sion of a base station transceiver, the interrogation
signal emanating therefrom would be coded such that
the transponder device on the vehicle would count-out
the proper dollar amount of the toll to be paid and
would subtract this amount from the data stored within
its memory, rendering a new amount for future use.
The answerback signal generated by the transponder
device would indicate to the base station means that
the transaction had been completed and that an
adequate amount of “‘toll money” had been stored in
the form of data within the internal changeable
memory means of the transponder.

Quite importantly, the transponder device of the in-
stant invention requires no internal power source to
operate and this feature in and of itself affords a
distinctive advantage as well as a distinguishing charac-
teristic over the prior-art. Specifically, in the preferred
inventive embodiment, the novel transponder means of
the instant invention is contemplated to utilize the
power contained within the interrogation signal itself as
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the operating power for the device and thus, the trans-
ponder means of the instant invention is passive and en-
tirely self-contained.

From a structural standpoint, the novel transponder
device of the instant invention is surprisingly simple
and requires but a minimum number of standard elec-
tronic components interconnected in a novel fashion.
For example, a receiving apparatus would be provided,
such receiving apparatus having modifications made
thereto enabling power to be taken from the interroga-
tion signal to operate the transponder. Interrogation
signals, once received, would be de-coded and fed
through internal logic circuitry means wherein, in ac-
cordance with a preselected logic format, the internal
memory storage means of the transponder would either
have data written into or read out therefrom. Finally,
the transponder device would be provided with a trans-
mitter so as to transmit back to the base station an an-
swerback signal representative of the data read-out
from the internal memory storage means.

With the availability of a multitude of different
micro-electronic components, the entire transponder
device can be miniaturized into the size of a credit
card, for example, by utilizing integrated circuit
techniques and orthoferrite memory cores. By so
miniaturizing, the scope of utilization of the trans-
ponder device is greatly increased, and by the same
token, its power requirements are less.

BRIEF DESCRIPTION OF THE INVENTION

The invention itself will be better understood and
further advantageous features thereof will become ap-
parent from the following detailed description of a
preferred embodiment, such description making
reference to the appended sheet of drawings wherein:

FIG. 1 is an electrical schematic illustration of a
transceiver device representing a base station means;

FIG. 2 is an electrical circuit-schematic of a trans-
ponder device itself constructed in accordance with the
novel invention; and

FIG. 3 is a more detailed schematic diagram of com-
ponents of the device of FIG. 2.

DETAILED DESCRIPTION OF A PREFERRED
INVENTIVE EMBODIMENT

Referring now to the drawings, the single sheet
thereof depicts the novel transponder device of the in-
stant invention in an interrogation system environment.

Specifically, a base station means is provided as
shown in FIG. 1 and preferably comprises a transceiver
10 with an associated transmitting and receiving anten-
na 12. Transceiver 10 initially serves to generate and
transmit an interrogation signal which, in this preferred
inventive embodiment, comprises a radio frequency
carrier F; modulated in accordance with predeter-
mined codes as will be discussed hereinbelow. As
should be appreciated, however, the actual signal trans-
mitted as well as received by the base station means 10
may be optical, and/or acoustic rather than rf as
discussed herein.

The transponder device of the instant invention is il-
lustrated in FIG. 2 and, when the transponder device is
in relatively close proximity to the base station com-
prising the transceiver 10, the receiving antenna 14 of
the transponder device would intercept the interroga-
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tion signal from the transceiver 10 at the above-men-
tioned frequency F,. The intercepted interrogation
signal would then be conducted along a coaxial con-
necting cable 16 to a tuning circuit 18 comprising
transformer 20 and variable capacitor 22, this tuning
circuit selecting the modulated signal F, and rejecting
all others. The signal then passes to a receiver unit 24
wherein the modulations of the carrier F; comprising
the interrogation signal are detected, amplified and
shaped in known fashion.

The detected interrogation signal then passes to a
decoder and logic circuit means 26 wherein the modu-
lation code is detected in accordance with preselected
internal logic. Specifically, the interrogation signal
modulations are contemplated to define a code to
either selectively read data out from or write data into
an internal changeable memory storage means 28
which, in the preferred inventive embodiment could
comprise orthoferric cores or the like. If the detected
code of the interrogation signal called for a write
operation, then data information carried on the inter-
rogation signal would, under the control of the decoder
and logic means 26, pass into a write amplifier means
30 for transfer into the changeable memory storage
means 28. Similarly, if the detected code of the inter-
rogation signal called for a read operation, then the
read amplifier means 32 would be actuated causing
data stored in the memory storage means 28 to be read
out therefrom. Data read out from the memory storage
means 28 either is transferred to a transmitter means
34 along schematically illustrated cable 36 with sub-
sequent retransmission as an “answerback’ signal on
transmitting antenna 38 at a second carrier frequency
F,, or such data may be transferred back into the write
amplifier 30 by means of schematically illustrated cable
40. In this latter instance, a closed loop exists from the
memory storage means 28 through the read amplifier
32 into the write amplifier 3¢ wherein the data infor-
mation would be updated or modified in accordance
with the output from the decoder and logic means 26
and particularly the preselected logic therein, and
transferred once again into the memory storage means
28 for subsequent use.

As should be appreciated, a significant advantage of
the instant transponder device resides in the fact that
the internal memory storage means 28 comprises a
changeable memory in which the data stored therein
can be updated or modified as desired, all under the
control of the interrogation signal transmitted by the
transceiver means 10 at the base station of FIG. 1.

Referring now to FIG. 3, there is illustrated therein a
more detailed electrical schematic diagram of certain
components such as the decoder and logic means 26 of
the transponder device above-discussed with respect to
FIG. 2. As will be seen, the decoder and logic means 26
comprises a data detector 60, a timing detector 62 and
a combination function detector and gate 64 in ac-
cordance with a preferred construction. The output
from receiver 24 may, as above described, contain a
coded command signal, new data, as well as timing in-
formation. This signal passes to the decoder and logic
means 26 and specifically to the data detector and tim-
ing detector sections 68 and 62 thereof. Numerous
linear integrated circuits can be utilized for the timing
and data detector such as manufactured by Texas In-
struments, RCA, Sprague and the like. Timing detector
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62 provides clock pulses necessary for operation of the
logic functions and the core drive for the memory.

The output from the data detector 60 passes to a
function detector-gate 64 which element determines
what function code is presented and serves to set the
proper internal gates. Function detector 64 may com-
prise serial or parallel shift registers including AND
gates for selecting the proper codes. As a function of
the received code, the function detector-gate 64 will
connect the write or read amplifiers 30 and 32, respec-
tively, to effect a write-in, read-out or read-write-in
operation. Simultaneously, the function detector and
gate 64 would serve to set address shift register 66 to
the proper starting point. These shift registers would
then shift through all the desired memory core ad-
dresses in accordance with timing pulses from the tim-
ing detector 62. The address drive amplifier 68 would
drive the various wires of the memory storage means 28
and specifically the core plane thereof with the desired
“partial select’ currents as is known in the art.

Each of the individual functional components may
all be constructed with currently available production
devices such as transistor-transistor logic packages or
discrete semi-conductor devices. The memory storage
means 28 utilized in the preferred inventive embodi-
ment can be constructed of square loop ferrite core
memory planes which are also currently available in
many sizes from various manufacturers, as should be
apparent to those skilled in the art.

A particularly advantageous feature of the instant in-
vention concerns the novel manner in which operating
power therefor is generated. Rather than requiring an
internal source of supply, operating power for the
transponder unit of FIG. 2 is actually produced from
the interrogation signal transmitted by the base station
transceiver means 10. In this respect, it should be noted
that an additional, high-Q tuning circuit 42 is coupled
to the receiving antenna of the transponder, tuning cir-
cuit 42 comprising transformer 44 as well as variable
capacitor 46. Tuning circuit 42 is a highly selective
band-pass filter and serves to detect only the carrier
frequency F, of the transmitted interrogation signal.
The detected carrier frequency is then integrated by
means of diode 48 and storage capacitor 50 whereby a
DC power output can be taken from terminal P. This
power output then is applied to each of the remaining
elements of the transponder device through connec-
tions P, through P;. Since the transponder unit of the
instant invention requires the interrogation signal from
the base station means to be continuously present so
that operating power is available, the “‘answerback”
signal transmitted by the transponder device trans-
mitter 52 is contemplated to be centered around a dif-
ferent carrier frequency F,, as described above, so that
interference between the interrogation signal and the
“answerback” signal, which signals are generated sub-
stantially concurrently in time, does not take place.

As briefly mentioned, at the outset to the specifica-
tion, the novel construction as above described,
produces a transponder device which has widespread
utility in many different environments, since the trans-
ponder device need not provide its own operating
power and since the internal memory storage of the
transponder device is changeable in accordance with
predetermined logic as selected by the coded interroga-
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